AOC65-SB-26
(2-4in) - ND

AOC65-SB-25
(2-4in) - ND

AOC65-SB-16
(6-8 in) - PCE: 0.0141

AOC65-SB-17
| (6-8 in) - PCE: 0.122
(12-13 in) - PCE: 0.105
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(1.5-2in) - PCE: 124.4
(21-21.5in) - ND
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(4-6 in) - ND
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.5 in,

0C65-MW-3
5-1ft) - PCE: 0.0335
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(2-4in) - ND
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(9-10 in) - ND
(34-35 in) - ND

AOC65-SB-11

AOC65-SB-14
(6-8 in) - ND
(1012 in) - ND
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0.5-1 in) - PCE: 0.0054 F

AOC65-SB-7 (
(3-3.5 in) - PCE: 0.0800

(10.5-11 in) - ND
(34.5-35 in) - ND

AOC65-SB-10
(0.5-11in) - PCE: 0.0025 F |
(3.5-4 in) - PCE: 0.6367

= .

AOC65-SB-9
(3-3.5in) - PCE: 0.7938
(4.5-5 in) - PCE: 0.0393

AOCB65-SB-6
(2-3in) - ND
) (9-10 in) - PCE: 0.0011 F

4

'. AOCG65-PIT-2
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- PCE: 1.491
. (0.5-1 in) - PCE: 1.7394

- PCE: 0.0499

AOC65-SB-20
(5-6 in) - ND

AOCB5-SB-13
(0.5-1in) - ND
(23.5-24 in) - ND

AOC65-MW-4
(0.5-1 f¢) - ND
(7-7.5ft) - ND
(31-31.5 ft) - ND

AOC65-SB-24
(4-6 in) - ND

(0.5-1) PCE: 0.500
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Sample Locations Tested for PCE
using analytical method SW8260.

Depth of Sample (in parenthesis), Analyte,
and detected concentrations in mg/kg

Non-detect
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Figure 2-2

AOC-65 Soil Boring Locations
with Soil/Rock Sample
Analytical Results for PCE

Camp Stanley Storage Activity
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