Adequacy Evaluation of the Corrective Action Report presented by APPL Laboratories
on October 13, 1999,

In order to bring the laboratory evaluation process to a successful close, the following
items are required to be presented to Parsons ES as soon as possible. All itemized
numbers used in this documentation agree with the numbers listed in the Parsons ES On-
Site Evaluation Report (August 1999).

SW-846 Method 8260B

I. The revised SOP ANAQO] does not include the detailed instructions for reporting
procedures when results from both columns have RPD<40%,

2. Accepted
3. Accepted
4. Accepted

3. Section F of SOP PREO10 does not include any specification/description of “purge
and trap water”. Which department is keeping the VOA refrigeration blanks data?

6. Accepted
7. According to APPL’s corrective action item #3 under the Sample Receipt, Storage,
Preservation, Custody & Disposal section, samples that are suspected to have high

concentration of VOCs are stored with double bags in the VOA refrigerator. This is
not included in SOPs ROUQ(01 and SHR032.

8. Accepted
9. Please submit an example page.

10. Accepted

SW-846 Method 6010B
1. Accepted

Please submit a document of an example event.

Please submit a document of an example event,.

el

Please submit a document of an example event.

5. Please provide evidence that the use of soap to soak the burner head overnight is the
proper cleaning procedure suggested by the manufacture. Will a dilute nitric acid

solution be less likely to contaminate the burner head? Why do you need to perform
Section C before and after each run?
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Pending the receipt of verification results.
Accepted
Accepted

© ® N @

Do all SOPs for metal analyses include this procedure?

10. The first two pages of the submitted records show that the duration of digestion was
only 30 minutes. This is incorrect. In addition, an arrow should be drawn downward
to include all solutions, which have been digested simultaneously,

11. Correction factors calculated in the submitted record include three mistakes. They
were done on 6-1-99, 6-7-99, and 7-15-99.

12. Accepted

13. Accepted

SW-846 Method 7470A/7471A
1. Accepted'

2. SOP INO7470A does not include the procedure for zeroing the instrument with PB,
Section H.3 describes how to calculate the RPD between two values. What are those
two values and what is the acceptance criterion for the RPD?

SW-846 Method 8270C

. Same comment as in Number 1 under Method 8260B.
2. Accepted

3. Accepted

Please provide a documnent of an example event.
Accepted

Accepted

Accepted

® NS B s

Please provide an example “summary sheet”,

SW-846 Method 8081A

1. Same comment as in Number 1 under Method 8260B.
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Accepted

The INSTRUCTIONS section of SOP INS004 has an incorrect temperature
requirement. Where is the description for using the “Prime Solution”?

Accepted

Section 5.E.4 of SOP ANASﬂBl does not include the proper reporting procedures
when %RPD<40%. In addition, AFCEE QAPP 4.0 requires secondary column

confirmation to be performed for any detected target analyte regardless any historical
data.

. Accepted

Accepted

Same comment as in Numbers 5 above.,

SW-846 Method 7060A/7131A/7421

1.
2.
3.

Accepted
Accepted

Accepted

Sample Receipt, Storage, Preservation, Custody & Disposal

l.
2.

.

® = o W

Accepted
Accepted

. This is not reflected in all related SOPs. See comment Number 7 under method

8260B.

Accepted
Accepted
Accepted
Accepted

Are you going to move the portable hood between GC room and sample receiving
room on a daily basis before you purchase a custom hood?

SOP SOP004 does not indicate the necessary procedures for the QAU’s approval of
requested changes. Unless the new version has been officially approved, analysts are
not allowed to practice the requested changes.

10. Accepted
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11. Accepted

12. What are the acceptance criteria for the airflow rate?

LIMS

1.

Accepted

Security of the Facility

1

Accepted

Instrument Maintenance and Equipment Monitoring/Calibration

1. Accepted

2. What are the acceptance criteria for the airflow rate? Flow rate records should include
hood locations or IDs.

3. Section G.2.b states that analysts take ten measurements and calculate the mean and
standard deviation. Section (G.2.d states that syringes will be disposed of if the syringe
deviates more than one standard deviation in comparison to the initial measurement.
Exactly, how are the criteria defined?

4. According to the Section G.5.1, pipette #4 in the submitted example records needs to
be disposed. Did this happen?

5. Pending.

6. Can you measure the pH of de-ionized water?

7. Accepted

8. Accepted

9. Please provide the NIST thermometer invoice upon receipt.

QA/QC Function

1. Accepted

2. Accepted

3. Accepted

4. Accepted

5. Accepted

6. Accepted
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