
Table 4.8
Contaminant Concentration in Exhaust, MCT-1

SWMU B-3
Camp Stanley Storage Activity, Texas

Contaminant Concentration in ppbv from Exhaust Over Time

cis-1,2-DCE PCE TCE Vinyl Chloride

Time Flow (cfm) ppbv lb/hr Total lb ppbv lb/hr Total lb ppbv lb/hr Total lb ppbv lb/hr Total lb

0 hrs

0.25  hrs 87.20 15,200.00 0.0203 0.00 3,650.00 0.0083 0.00 1,190.00 0.0022 0.00 1,190.00 0.0010 0.00

6 hrs 65.40 10,200.00 0.0102 0.09 2,660.00 0.0046 0.04 9,770.00 0.0133 0.04 1,110.00 0.0007 0.01

24 hrs 69.80 7,800.00 0.0083 0.17 1,500.00 0.0027 0.07 16,100.00 0.0233 0.33 1,140.00 0.0008 0.01

48 hrs 82.80 4,360.00 0.0055 0.17 600.00 0.0013 0.05 7,150.00 0.0123 0.43 1,100.00 0.0009 0.02

96 hrs 87.20 8,610.00 0.0115 0.41 590.40 0.0013 0.06 28,920.00 0.0524 1.55 590.40 0.0005 0.03

336 hrs 104.60 5,380.00 0.0086 2.42 547.20 0.0015 0.34 18,560.00 0.0403 11.13 547.20 0.0006 0.21

TOTAL lb 3.25 0.56 13.48 0.28

System started at 1345 hours on 3 Feb 1997

cfm - Cubic feet per minute

ppbv - Parts per billion volume

lb/hr - Pounds per hour

hrs - Hours

DCE - cis-1,2-Dichloroethene

TCE - Trichloroethene

PCE - Tetrachloroethene


