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Asphalt Pavement Repair Details

Downspout Collection Header Detail
NTS

Demo

Cut & Spool
to New Collection

Header

Cut & Cap
Underground

Drain Line

3/16" Plate
Drilled for ANSI
Bolt Pattern w/

8" Flanged Tee
w/ 150# FF

4"x6" Opening
in Center

6"
8"

Flexible Base
Compacted to

95% Max. Density

Tack Coat

Limits of Excavation 6" 6"

Min.

6"

Min.

6"

Exist. Asphalt
(6" Assumed)

Sawcut and Tack Coat Existing
Asphalt Before Laying Patch

Asphalt Patch
(Surface Course=2"

Base Course=4")

Excavation Backfill Note:
Use this construction when existing
pavement is constructed of asphalt
concrete.

Slope

Nominal Top of Ditch

#5 O.C.E.W. Typ.

Shaped Granular Fill

4" Typ.

Steel Grating for HS-20 Load

Concrete Drain Chase
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~8'

Existing Soils 
or Asphalt at Surface

4'x4' Box Drain Section
NTS

~8' Typ.

4'x4' Box Drain PLan
NTS

Figure 3.3

AOC 65
Miscellaneous Installation Details

Camp Stanley Storage Activity
Note: Dimensions are approximate.


