
Table 4.10
Contaminant Concentration in Exhaust, MCT-2

SWMU B-3
Camp Stanley Storage Activity, Texas

Contaminant Concentration in ppbv from Exhaust Over Time

cis-1,2-DCE PCE TCE Vinyl Chloride
Time Flow (cfm) ppbv lb/hr Total lb ppbv lb/hr Total lb ppbv lb/hr Total lb ppbv lb/hr Total lb

0 hrs

1.00  hrs 12.20 141,621.90 0.0265 0.01 1,266.22 0.0004 0.00 2,346.48 0.0006 0.00 56,111.14 0.0068 0.00

6 hrs 10.50 150,087.10 0.0242 0.13 504.00 0.0001 0.00 3,434.28 0.0007 0.00 47,190.87 0.0049 0.03

24 hrs 10.50 95,852.03 0.0154 0.36 477.00 0.0001 0.00 3,025.88 0.0007 0.01 27,141.27 0.0028 0.07

96 hrs 17.44 70,067.66 0.0187 1.23 1,051.00 0.0005 0.02 2,701.57 0.0010 0.06 19,255.41 0.0033 0.22

336 hrs 43.60 3,259.54 0.0022 2.51 154.63 0.0002 0.08 2,707.51 0.0025 0.41 303.14 0.0001 0.41

TOTAL lb 4.23 0.10 0.49 0.74
System started at 1245 hours on 13 Mar 1997.

cfm - Cubic feet per minute

ppbv - Parts per billion volume

lb/hr - Pounds per hour

hrs - Hours

DCE - cis-1,2-Dichloroethene

TCE - Trichloroethene

PCE - Tetrachloroethene


