
Table 4.5 
Contaminant Removal Rates During the January 1997 System Check

(Pilot Test Configuration)
SWMU B-3

Camp Stanley Storage Activity, Texas

Contaminant

Sample Identification Flow Field TVH (1) cis-1,2-DCE PCE TCE Vinyl chloride (2)

6-Jan-97 (ft/min) ppmv lb/hr ppmv lb/hr ppmv lb/hr ppmv lb/hr ppmv lb/hr
Flow-line VEW-01 13 298 0.060 38 0.008 1.08 U 0.000 158 0.032 1.08 U 0.000

Flow-line VEW-02 9 701 0.094 58 0.008 1.06 U 0.000 237 0.032 1.06 U 0.000

Flow-line VEW-04 262 225 0.902 11 0.046 1 0.005 31 0.123 1.08 U 0.004

Flow-line VEW-05 96 475 0.698 28 0.041 77 0.114 38 0.056 1.08 U 0.002
Exhaust from all 4 VEWs 419 310 1.989 17 0.112 22 0.140 50 0.323 1.06 U 0.007
(1) - TVH molecular weight assumed that of DCE (96.95)
(2)  detection limit used in calculation
U - The analyte was analyzed for, but not detected.  The associated numerical value is at or below the MDL.
ft/min - Feet per minute
ppmv - Parts per million volume
lb/hr - Pounds per hour
DCE - cis-1,2-Dichlorethene
TCE - Trichloroethene
PCE - Tetrachloroethene


