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Summary of Revisions 
 
 

September 2015 Revisions 

1‐   Responsible Official was changed from Mr. Paul Smith (who retired) to Mr. Jason Shirley, 

Installation Manager. 

2‐ Section 4, Lead‐Copper, was changed to reflect LCR004 (TCEQ ID Number LCR1201516) 

deactivation and selection of LCR011 as its replacement.   

3‐ Section 4, Lead‐Copper, was changed to reflect LCR001 (TCEQ ID Number LCR1201519) 

deactivation and selection of LCR012 as its replacement. 

January 2016 Revisions 

4‐ CS‐9 was removed from the system as it has been plugged and abandoned in August/September 

2015. 

5‐ CS‐10 gas chlorine was removed and the well was converted to Sodium Hypochlorite Disinfection 

System. 

6‐ Water Supply Contact was changed from Mr. Gabriel Moreno‐Fergusson (who transferred to 

another facility) to Ms. Felicia Kraintz, Environmental Manager. Added Dan Rangel, Water Operator, 

to the front page. 
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Description of System 

 

Camp Stanley Storage Activity owns and operates four groundwater wells. 
We are a community water system that serves 130 people with 79 
connections, 15 are residential connections. 

 

A. Raw Water Sampling 

 

Source  TCEQ Source ID  Sample Site  Notes 

Well CS‐1  G0150117A  Wellhead   

Well CS‐10  G0150117C  Wellhead   

Well CS‐12  G0150117H  Wellhead   

Well CS‐13  G0150117I  Wellhead  Expected to be on 
line in 2016 

CS‐MW1‐CC**    Wellhead  Monitoring Well 

CS‐MW2‐CC**    Wellhead  Monitoring Well 

CS‐MW17‐LGR**    Wellhead  Monitoring Well 

CS‐MW4‐LGR**    Wellhead  Monitoring Well 

CS‐MW21‐LGR**    Wellhead  Monitoring Well 

       

 
** These wells are monitoring wells required to be sampled based on testing requirements 
under the “TCEQ Conditionally Approved for Construction” for Well CS13 Letter from TCEQ, 
CN600126262; RN100662840 dated October 30, 2012. 
 
a‐b. Frequency and Location 
Per agreement with the TCEQ on October 30, 2012, we are required to collect a raw water 
sample at well CS‐13 on a monthly basis, during the first year of operation.  The well has been 
installed, but the housing, disinfection, and distribution systems have not been constructed.  
Those facilities are expected to be complete in 2016.  As part of the agreement, we will conduct 
raw water sampling from CS‐13 and surrounding monitoring wells for the 12 months of 
operation, in accordance with Table 1.  This sampling is to ensure that CS‐13 will not be 
impacted by groundwater contamination (VOCs, metals, microbial) elsewhere on the facility. 
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Table 1 ‐ Well Monitoring Schedule (per TCEQ 
– October 30, 2012) 

Timeline 

Frequency 

(events/year)  Wells 

Monitoring 

Parameters*  Aquifer Segment 

0 ‐12 Months 

Monthly (12)  CS‐13 

VOCs, Metals, 

Microbial 

Lower Glen Rose/ 

Cow Creek 

Monthly (12)  CS‐MW17‐LGR  VOCs, Metals  Lower Glen Rose 

Quarterly (4) 

CS‐MW4‐LGR  VOCs, Metals  Lower Glen Rose 

CS‐MW21‐LGR  VOCs, Metals  Lower Glen Rose 

CS‐MW1‐CC  VOCs, Metals, 

Microbial 

Cow Creek 

CS‐MW2‐CC  VOCs, Metals, 

Microbial 

Cow Creek 

 
We collect raw water coliform samples after any distribution system positive coliform sample 
per the Groundwater Rule effective December 1, 2009.  
 
c. Method 
 
Coliform samples are sent to the following lab: 
 
San Antonio Testing Lab, Certification #TX 2742005A 
1610 S. Laredo St., San Antonio, TX 78207, (210) 229‐9920 
 
A copy of the laboratory certification is located in Appendix A. 
 
d. Compliance 
 
We are in compliance with this requirement if samples are collected from well CS‐13 every 
month for a period of one year after the system is constructed, commissioned, and placed into 
service. 
 
Other than the wells associated with the conditional approval for construction of CS‐13, we are 
not required to collect raw water samples unless we get a distribution system coliform positive. 
There are sample taps on all well heads. 
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B. In‐Plant Sampling 

 
We have no treatment other than chlorination. We use sodium hypochlorite disinfection 
systems. 
 

Well  Treatment  Comments 

CS‐1  Sodium hypochlorite solution  Chlorinated at the well house. 

CS‐10  Sodium hypochlorite solution  Chlorinated at Bldg. 54. 

CS‐12  Sodium hypochlorite solution  Chlorinated at the well house. 

CS‐13  Sodium Hypochlorite solution 
pending construction 

Chlorinated at the well house pending 
construction 

 

C. Entry Point Sampling 

 

Entry Point  Sample Site  Source  Plant Name/Source ID 

EP‐001  Hose bib on west side of 
Well CS‐1, inside the 
fence 

Well water from Lower 
Glen Rose Aquifer 

Well CS‐1 G0150117A 

EP‐002  Hose bib inside 
chlorination room (on the 
line feeding the eye wash 
on west wall) 

Well water from Lower 
Glen Rose & Cow Creek 
Aquifers 

Well CS‐10 G0150117C  

EP‐003  Hose bib under eye wash, 
south wall of the well 
house 

Well water from Lower 
Glen Rose & Cow Creek 
Aquifers 

Well CS‐12 G0150117H 
 

EP‐004 **  Hose bib under the eye 
wash east wall of the well 
house pending 
construction 

Well water from Lower 
Glen Rose & Cow Creek 
Aquifers 

Well CS‐13 G0150117I 

Note: ** ‐ CS13 has been installed, but the housing, disinfection, and distribution systems have 
not been constructed.  Those facilities are expected to be completed in 2016. 
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1. Disinfectant Entering the Distribution System 

 
This system uses free chlorine in the distribution system. 
 
a‐c. Frequency, Location, and Method 
 
We have analyzers inline which send data to our monitoring system. Current readings and 
trends are checked on weekdays by the water operators, and equipment is adjusted on site as 
needed. On site checks and calibrations are made on a weekly basis. 
 
d. Compliance calculations 
 
Our system uses only groundwater and is not required to monitor the disinfectant residual at 
the entry points to the distribution system. 
 

2. Organics, Inorganics, and Radionuclides 

 
a. Frequency 
 
The TCEQ's sampling contractor collects these samples. Letters informing the system of changes 
in sampling schedule are in Appendix B. 
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b. Location 
 
The contaminant concentrations at each entry point are measured at the applicable sampling 
site (see table and map above). 
 
c. Method 
 
Samples will be sent to a certified lab by the TCEQ's sampling contractor. 
 
d. Compliance calculations 
 
The system is in compliance when the concentrations of primary and secondary pollutant levels 
are reliably and consistently less than the regulatory maximum contaminant levels. The TCEQ 
will inform the system of violations. Copies of any letters informing the system are in Appendix 
B. 
 

3. Chlorine Dioxide 

 
Chlorine dioxide is not used in this PWS, so this requirement does not apply. 

 

4. Chlorite 

 

Chlorite is not used in this PWS, so this requirement does not apply. 

 

5. Bromate 

 

Ozone is not used at this PWS, so this requirement does not apply. 

 

D. Distribution System Sampling 

 

The distribution system is supplied with four wells; CS‐1, CS‐10, CS‐12, and CS‐13.  Raw water 
from well CS‐10 is chlorinated at Building 54 (EP‐002) and the treated water is pumped into a 
660,000 gallon below‐ground storage tank (clear well). The water is gravity fed into a 
distribution system consisting of 79 connections. Wells CS‐1, CS‐12 and CS‐13 are chlorinated at 
the well houses (EP‐001, EP‐003, and EP‐004) and pump directly into the distribution system. All 
water is disinfected with free chlorine.  The map below shows the wells, storage, chlorination, 
entry points and sampling sites of the distribution system.   
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1. Coliform Samples 

a. Frequency 
 
One coliform sample is collected each month from one of the sample points listed below. 
 
b. Location 
 
Coliform samples are rotated through the locations below. 
 

Address   Sampling Site 

Building 45 – Ammo 
Shipment/Receiving 

Sample tap on the South‐West side of the building 

Building 606 ‐ Environmental  Sample tap in the back of bay 2 of the building 

Building 401 ‐ Quarters  Sample tap on the east side of garage door 

Building 1 ‐ Headquarters  Sample tap on the Left side of the front entrance 

Building 95 – Shipping and 
Receiving 

Sample tap in the utility closet south of the break room 
marked “PWS SAMPLING LOCATION” 

 
c. Method 
 
Coliform samples are sent to the following lab: 
 
San Antonio Testing Lab, Certification #TX 2742005A 
1610 S. Laredo St., San Antonio, TX 78207, (210) 229‐9920 
 
A copy of the laboratory certification is located in Appendix A. 
 
d. Compliance calculations 
 
The system is in compliance if: 

‐ no repeat samples are fecal or E. coli positive, 
‐ no repeat sample following a fecal or E. coli positive routine sample is positive for total 

coliform, 
‐ no more than one of the annual routine samples are total coliform positive and none of 

the repeats are fecal or E. coli positive. 
 
In the event of a line break and/or the water system pressure falls below 20 psi, the section of 
line will be isolated, chlorinated, flushed and sampled in accordance with AWWA Standard 
C651‐05. 
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2. Disinfectant Residual‐Free Chlorine 

 
a. Frequency 
 
Whenever a sample is taken to determine microbial presence, the disinfectant residual must be 
determined in the field as the sample is taken. 
 
The disinfectant residual is also measured once every seven days and any time there is a leak or 
breakage of a line in the distribution system. 
 
b. Location 
 
The five coliform sampling sites listed above are also used for measuring disinfectant residual. 
 

Address   Sampling Site 

Building 45 – Ammo 
Shipment/Receiving 

Sample tap on the South‐West side of the building 

Building 606 ‐ Environmental  Sample tap in the back of bay 2 of the building 

Building 401 ‐ Quarters  Sample tap on the east side of garage door 

Building 1 ‐ Headquarters  Sample tap on the Left side of the front entrance 

Building 95 – Shipping and 
Receiving 

Sample tap in the utility closet south of the break room 
marked “PWS SAMPLING LOCATION” 

 
c. Method 
 
Chlorine is measured using a colorimeter/DPD; Hach Pocket Colorimeter II. 
 
d. Compliance calculations 
 
The system complies with the reporting requirements for disinfectant residual by keeping 
records of disinfectant monitoring, providing these records to the TCEQ compliance investigator 
upon request, and by sending in the Disinfectant Level Quarterly Operating Report (DLQOR) 
every quarter. 
 
The system is in compliance with the minimum residual requirement if the free chlorine 
residual throughout the distribution system is always greater than 0.2 mg/L and the maximum 
residual disinfectant level (MRDL) for the running annual average of all samples taken in the 
distribution system is less than 4.0 mg/L. 
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3. Disinfection Byproducts (DBPs)‐TTHM and HAAS 

 

a. Frequency 
 
The TCEQ's sampling contractor collects these samples. These samples are scheduled to be 
collected every 3 years.   Letters informing the system of changes in sampling schedule are in 
Appendix B. 
 
b. Location 
 
Disinfection byproducts are sampled at the locations listed. 
 

Entry Point  Sampling Site   Location 
DBP2‐02  AST fire hydrant  Fire hydrant south of Building 4 
DBP2‐01  Building 95  Break room 
DBP2‐03  Building 711  Break room 

 
c. Method 
 
Samples are taken to a certified lab by TCEQ's sampling contractor. 
 
d. Compliance calculations 
 
The system is in compliance if the average samples results from the year are less than the 
maximum contaminant level.  
 

4. Lead‐Copper 

 
a. Frequency 
 
The TCEQ will inform the system when sampling must occur. Currently 5 samples per year 
collected. Letters stating the system's required sampling for Lead and Copper are in Appendix C. 
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b. Location 
 
Lead‐copper samples are collected at the locations listed. 
 

Sample Point ID  Sample Site/Location  Type of Site  Status 

LCR001  Building 201 utility  Other  DEACTIVATED (Sept 18, 2014) 

LCR002  Building 44 kitchen  Other  (R)egular Sample Site 

LCR003  Building 606 kitchen  Other  (R)egular Sample Site 

LCR004  Building 91 N  Other  DEACTIVATED 

LCR005  Building 95 kitchen  Other  (R)egular Sample Site 

LCR006  Building 45 Kitchen  Other  (B)ack‐up Site 

LCR007  Building 601 Break Area  Other  (B)ack‐up Site 

LCR008  Building 1 Kitchen  Other  (B)ack‐up Site 

LCR009  Building 92 Kitchen  Other  (B)ack‐up Site 

LCR010  Building 603 Kitchen  Other  (B)ack‐up Site 

LCR011  Building 210 Kitchen  Other  (R)egular Sample Site 

LCR012  Building 73 Kitchen  Other  (R)egular Sample Site 

 
All of our sites fall into the other category because all of our residences have water softeners 
and did not qualify; therefore, we used office and warehouse sites. All sites have been 
approved by TCEQ. 
 
c. Method 
 
Per TCEQ instructions, samples are mailed to a certified lab. 
 
d. Compliance calculations 
 
A system is in compliance with the lead‐copper requirements if TCEQ does not inform the 
system that it is out of compliance. 
 

5. Asbestos 

 

All asbestos cement piping was disconnected from the water system. One sample every 9 years 
will be collected. 
 
a. Frequency 
 
The TCEQ's contractor will collect samples for asbestos. 
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b. Location 
 
Asbestos samples are collected at the locations listed below. 
 

DS01  Distribution Sites 

 
c. Method 
 
The TCEQ's contractor will send asbestos samples to a certified lab. 
 
d. Compliance calculations 
 
The system is in compliance if the maximum contaminant level of 7 million fibers (longer than 
10 mm) per liter is not exceeded. The TCEQ will notify us of any violation. 

 
 

6. Chlorine Dioxide 

 

Chlorine dioxide is not used in this PWS, so this requirement does not apply. 

 

7. Chlorite 

 

Chlorite is not used in this PWS, so this requirement does not apply. 

 

E. Lab Approval Form 

 

Samples will be submitted with the TCEQ‐approved form to the laboratory. 
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Camp Stanley Water System Components 
 
Well CS-1 

1. Well Depth:  432 ft 
2. Pump Depth:   404 ft 
3. Type of Pump:  Submersible pump 
4. Production Capacity:  73 gpm 
5. Groundwater Source:  Middle Trinity Aquifer (Lower Glen Rose) 

 
Well CS-12 

1. Well Depth:  460 ft 
2. Pump Depth:   449 ft 
3. Type of Pump:  Submersible  pump 
4. Production Capacity:  100 gpm 
5. Groundwater Source:  Middle Trinity Aquifer (Lower Glen Rose and Cow Creek) 

 
Well CS-10 

1. Well Depth:  580 ft 
2. Pump Depth:  554 ft 
3. Type of Pump:  Submersible pump 
4. Production Capacity:  103 gpm 
5. Groundwater Source:  Middle Trinity Aquifer (Lower Glen Rose and Cow Creek) 

 
Well CS-13 

1. Well Depth:  580 ft 
2. Pump Depth:   546 ft 
3. Type of Pump:  Submersible Pump 
4. Production Capacity:  110 gpm 
5. Groundwater Source:  Middle Trinity Aquifer (Lower Glen Rose and Cow Creek) 



 
 

 

 

 

 

 
 

APPENDIX A 
SAN ANTONIO LABORATORY CERTIFICATION LETTER 

  



















































 
 

 

APPENDIX B 
LETTERS FROM THE TCEQ ON SAMPLING SCHEDULES 

  





































































































 
 

 

APPENDIX C 
LEAD-COPPER SAMPLING REQUIREMENTS 







































August 17, 2014 Lead Consumer Notice















July 9, 2014  Correspondence from TCEQ







July 7, 2014 Lead Consumer Noice

















































































July 23, 2014 Correspondence from TCEQ







































































June 5, 2014 LCR Sample Submission Form





























June 4, 2014 Site Selection E-mail Correspondence between 
CSSA and TCEQ
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